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CLASS I TYPE U BIT. PAVEMENT: 
WEARING SURFACE, ON BINDER 
COURSE (PER MASS DOT SECTION 4S0) 


rv, 

v>v 


COMPACTED DENSE GRADE. DENSE 
BLENDED CRUSHED STONE OR RECLAIMED 
PAVEMENT BORROW CONFORMING TO 
MASS DOT "STANDARDS SPECIFICATIONS 
FOR HIGHWAYS AbO BRIDGES* 



zh- 






APPROVED SUBGRADE 


GENERAL NOTES: 

1. SUB-GRADE (EXISTING MATERIAL) SHALL CONSIST OF INERT MATERIAL THAT IS HARD, DURABLE STONE 
ANEYOR COARSE SANO. FREE FROM LOAM. EXCAVATE SANDY-LOAM ANDOR LOAMY-SAND TOT'S Oft. 
MATERIAL FROM ALL PAVED AREAS PRIOR TO SUB-BASE INSTALLATION. 

2. PLACE SUB-BASE IN MAXIMUM 8" UFTS (COMPACTED TO 95%). 

3. COMPACT SUBGRAPH FILL TO 95% COMPACTION. 

4. SEE SITE LAYOUT RAN FOR PAVEMENT WIDTH AND LOCATION. 

5. SEE GRADING PLANS FOR PAVEMENT SLOPE AND CROSS SLOPE. 

6. SWEEP CLEAN THE EXISTING BINDER COURSE SURFACE PRIOR TO INSTALLING THE WEARING COURSE BY 
A STREET SWEEPING MACHINE. 

7. APPLY A TACK COAT PER SPECIFICATIONS. 


BITUMINOUS PAVEMENT 

NOT TO SCALE 






TOPSOIL- NO STONES GREATER THAN 1* 0. 
COMPACT WITH A HANDROLLER IN TWO 
DIRECTIONS A FINE RAKE PRIOR TO SEEDING 

SUBSOIL - COMPACTED AT 90% MAXIMUM DENSITY 
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SEED - AS SPECIFIED IN NOTES AND DRAWINGS. 
TOP DRESS VW T HAY MULCH AFTER SEEDING. 


NOTE: 

LOAM & SEED ALL DISTURBED AREA NOT 
CALLED OUT TO BE PLANTED OR PAVED 


LOAM AND SEED 

NOT TO SCALE 



PRECAST CONCRETE WHEELSTOP 

NOT TO SCALE 


LEGEND: 



BOARD OF APPEALS 


tOPERTY LINE (TOWN R.O.W.) -i. 


- EXISTING PLATFORM TO REMAIN 
AREA » 280 SF 


EXISTING DRAINAGE- 
INFRASTRUCTURE TO REMAIN 
"'^EXISTING EVERGREEN 
SCREEN TO REMAIN 


■ACCESSIBLE RAMP. 1:12 MAX. SLOPE 


PROVIDE LEVEL LANDING AT YURT ENTRANCE 


DRIVE TO REMAIN 


EXJsnuo stormwater- 

iNPlLTfULnDN BASIN TO REMAIN 


“PROPOSED 24' DIA. YURT. PLATFORM TO BE 
RETROFITTED USING EXISTING MATERIALS. 
MAX. AREA = 500 SF 


-FLUSH BIT. PAVEMENT SIDEWALK ' \ 

5' WIDTH MIN. . \ 

' '■-% \ \ ■V'- J V 

"EX ISTING 24’ DIA. YURT TO REMAIN PLATFORM TO 
BE RETROFITTED USING EXISTING MATERIALS. 

, MAX. AREA ~ 500 SF 
-HANDRAIL AS REQUIRED ' 
k:ONC. WHEELSTOP TYP. 

-1,5) HANDICAP PARKING SPACES 
WITH ASSOCIATED SIGNAGE AND 
STRIPING. SEE DETAIL 

-BITUMINOUS PAVEMENT \\ / ■ / ' 

AREA = 1,400 SF± 

SEE DETAIL ' 


IB-ff EX. 


ING BRUSHLINE TO REMAIN 


k18.tr TYP. 


■ PROPOSED GRAVEL TO INCREASE TURNING RADIUS 


:-[-PF iV, ‘VP-TNSFOR- 

MjJSeOMS £ GARDENS 


- (3) DEDICATED, OFF-STREET BUS PARKING 
45’XIO’TYP. 

- (100) DEDICATED, OFF-STREET PARKING SPACES 
18’ X 9* TYP. 


R30.0’ 


EXISTING TREE TO REMAIN 


(ISTING BRUSHLINE TO REMAIN 


EXISTING BRUSHLINE TO REMAf' 


OVERFLOW PARKING FOR-^— 
MUSEUMS & GARDENS ' 


GRAPHIC SCALE 


EXISTING INFORMAL' 
DRIVE AISLE TO REMAIN 


(in feet) 


■€X ISTING ONE-WAY EXIT TO REMAIN 


GENERAL 

SYMBOLS 


BUILDING 

1 l 

EDGE OF PAVEMENT ^ EXISTING TREE 


WOOD 4 ROPE BARRIER 


fEXISTING EVERGREEN 

STONE TREE 


STORMWATER AREA © CRAIN MANHOLE 


TREEUNE A 

O CATCHBASIN 

CROSSWALK/PAVEMENT w 

STRIPING 

PROPERTY INFORMATION 

£3 FLARED END CUTLET 


STONE APRON 


PROPERTY, LOT, OR ROW 

- - - 

SETBACK UNE R ° CK 

UTILITIES 

\ SIGN 

U, IMH W*) M 

DRAIN PIPE ^ HAMUCAP SYMBOL 


@ NUMBER OF PARKING SPACES 
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